
A18606

P4102010107-210103-02

F1-APS ID FILTER
PLUG

1:1

1 1 C

.030 [.762]

.010 [.254]

.005 [.127]

.25

125

304 OR 304L
STAINLESS STEEL

PJE 6/93

C. BRITE 11/93

C. BRITE 8/93

C. BRITE 11/93

D. SHU  01/94

T.M. KUZAY  01/94

C 1=1 1

Ø1.744 [44.30] –.002

1.77 [32.26]

.45 [11.40]

.250 [6.35]

.500 [12.70]

Ø .254 [6.45] –.001 THRU

.04 x 45° CHAMFER

REQUIREMENTS, TESTING AND DELIVERY PREPARATION, SEE
2.  FOR COMPLETE SPECIFICATIONS ON MACHINING, CLEANING, VACUUM

3.  DIMENSIONS IN BRACKETS [  ] ARE MILLIMETERS.

ANL DOCUMENT #410201-00095.

    PROHIBITED.  USE TRIM SOL OR APPROVED EQUAL LUBRICANT.
   SULPHUR-BASED CUTTING FLUIDS AND ABRASIVES IS
1.  WHEN MACHINING VACUUM PARTS, USE OF SILICONE,

NOTES:

.250 [6.35]

32

.05 [1.27] X 45°
CHAMFER

2X

.188 [4.77]

#6-32 UNC-2B THRU
2X

.188 [4.77]

.438 [11.12]
.375 [9.52]

.875 [22.22]

Ø .08 [2.03] THRU

2X

.465 [11.81]

.63 [16.00]

1.25 [31.75]

2

1 15°–.5° WAS 15–.25° PJE CB 04/94

.19 [4.83]

.38 [9.65]

3X

3X

120°–1°

3X

Ø2.000 [50.80]

R .25 [6.35]
6X

.335 [8.51]

.06 [1.52]

R .08 [2.03] MAX.

Ø1.619 [41.12]

R .04 [1.01] MAX.

1

1

1

1

1 DIMENSION R .25 WAS R .04 PJE CB 04/94

1 DIMENSION R .08 WAS R .04 PJE CB 04/94

ADDED DIM R .04 PJE CB 04/941

R .08 [2.03] MAX.

.39 [9.91]

A

A

SECTION A-A

DIMENSION .343 WAS .4312 PJE CB 05/94

ADDED SECTION A-A2 PJE CB 05/94

2

2 DIMENSION (15°–.5°) DELETED PJE CB 05/94

.406 [10.31]

Ø.503 [12.77] –.001 Ø.625 [15.87]


